
 New55 PN - QUICKSTART 

1. MAKE THE EXPOSURE

WHAT YOU’LL NEED 
A 4x5 inch camera with a Polaroid 545, 545i or 545 Pro Holder

1. Insert the film holder into the
back of the camera with the lever in 
the “L” (load) position

2. With the metal clip ahead and the 
logo toward the lens, insert the film 
packet all the way into the holder 
until it clicks

3. Then pull the sleeve gently out 
again until you feel it hit the stop

4. Make your exposure 5. Push the sleeve back in fully
Any questions? Write to service@supersense.com
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2. PROCESS THE FILM

1. Flip the lever to the “P” (process) 
position

2. Support the camera with one hand,
slowly and smoothly pull out the film 
packet with the other hand. 
IMPORTANT Feel if the pod containing the
developer really has been squeezed open.
If not, re-load the film (L-Position) 
and repeat the process steps above (P-
Position) until you feel the empty pod

3. Place the film packet on a flat 
surface for 2 minutes

4. Peel off the silver sticker “remove 
after processing”

5. Pull the metal clip and withdraw the
film assembly from the sleeve

6. With the black tongue facing up, 
peel the positive from the negative. 
Set the positive aside to dry

Any questions? Write to service@supersense.com
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3. CLEAR, FIX AND RINSE THE NEGATIVE

WHAT YOU’LL NEED 
Your freshly peeled New55 negative
1 tray with Ilford Rapid Fixer mixed 1:1 with room temperature tap water
1 tray with room temperature tap water

1. With the black tongue facing up, 
place the negative into the fixer for 5
minutes

2. Then soak the negative in a water 
bath for 5 minutes

3. Dry the negative & ENJOY the  
results!

Any questions? Write to service@supersense.com


